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KVD-62 Stainless Steel Keyboard with 
38 mm Trackball 
 
Vandalproof with 62 longtravel keys. 

 

Description The KVD-62 has an extremely competitive size. With only 215 x 115 x 33 mm it is 
easy to integrate in small existing housings. Furthermore it is abolutely robust 
and good to type on with 3.5 mm stroke. The vandalproof frontpanel version with 
longtravel keys comes with integrated Trackball 1.5 inches and a protection level 
of IP65.

Features

●     Keyboard made of stainless steel 1.4301
●     Fulltravel keys with 3,5 mm stroke and tactile feel
●     Protection level IP 65 (dust- and splashwater proof)
●     Lasermarking
●     Stainless steel trackball 1.5 inches (static IP 65, dynamic IP 54)
●     With PS/2 or USB port
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Specification Mechanical data

Housing: stainless steel

Degree of Protection: IP65

Dimensions: 315 x 115 x 33 mm

Keys

Key Technology: long-stroke keys

Number of Keys: 62

Keyboard Layout: German or Slovakia or US

Actuation Force: 0,65 N

Stroke Travel: 3,25 + 0,25 mm

Key Legend: Laser

Electric Data

Interface: PS/2 or USB

Operating Voltage: + 5 V

Operating Current: 50 mA

Environment

Operating Temperature: from - 20 °C to 60 °C

Storage Temperature: from - 40 °C to 70 °C

Quality

Live time: about 10 million key strokes

Guarantee

Certifications: CE
 

Order No. Article

  

KV1334 KVD-62-Track-Front-PS/2-Ger PS/2, German 

KV1352 KVD-62-Track-Front-PS/2-US PS/2, US 

  

KV1335 KVD-62-Track-Front-USB-Ger USB, German 

KV1342 KVD-62-Track-Front-USB-US USB, US 

KV1344 KVD-62-Track-Front-USB-SK USB, Slovakia 
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 KVD-Series Stainless Steel Keyboards  
Vandal proof Keyboards.  
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